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BATHROOM NOTES:
All bathroom exhaust fans vented to outside

STAIR AND GUARDRAIL NOTES:
Type I 2" Ø graspable handrail
set @ 34" above nosing (Typ.)
Guardrail @ 36" AFF with balusters 
spaced to prevent 4" Ø sphere (Typ.)
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FOUNDATION NOTES:
- All foundation walls shall be 10" thick, with 12" x 24" continuous keyed 
footings at minimum 4'-0" below grade.
- All foundation walls shall have 2x6 pressure treated sills with sillseal at all 
wood/concrete joints.  Provide 1/2" J- anchor bolts embedded a minimum of 
8", set @ 4'-0" o.c. with a minimum of 2 per sill and a maximum of 1'-0" from 
corners. All anchor bolts must connect both 2x6 sills to the foundation.
- At joints between pours, provide minimum: #5 bars 16" long set @ 18" o.c.
- Poured slabs shall be 4" 3000 psi concrete on crushed stone.
- Foundation concrete shall attain a minimum compressive strength after 28 
days of 3000 psi.
- All foundation walls shall receive min. 1 coat of asphalt dampproofing over 
roof cement parged tie-rod holes. 
- Install continuous 4" Ø PVC footing drain pipe with internal or external 
drainage system. System engineering and components to be fully 
coordinated by Contractor or others based on lot specific drainage 
requirements. RDK Architects is not responsible for the performance of any 
draingage systems or water intrusion into the basement. (See site 
engineering drawings by others)

FINISHED BASEMENT NOTES:
-All finished rooms and spaces with less than 8% glazing area, per 
floor area served, shall be provided with artificial lighting capable of 
min. 6 footcandles over the area of the room at a height of 30" AFF.
-Finished ceilings shall provide min. 6'-4" clear finished floor to 
bottom of finished duct soffits and beam projections.

24'-0"

-BUILDER SHALL FIELD VERIFY AND 
DETERMINE ANY FOUNDATION STEP-DOWNS 
AND REQUIRED T.O.C. ELEVATIONS ON SITE
-ALL FOOTINGS MIN. 4'-0" BELOW GRADE (TYP.)
-SEE EXTERIOR ELEVATIONS FOR ANTICIPATED 
FOUNDATION STEP-DOWNS, PROVIDE #4 
REBAR AS DETAILED BELOW

(NOT TO SCALE)

All anchor bolts set 48" o.c. and must 
fully connect both 2x6 sills. Unless 
otherwise noted, all bolts set to 
exterior face of concrete for centering 
on 2x6 sill, verify with first floor plan 
stud wall locations

EL
EC

T.

Dual pole circuit breaker, with label 
"For Future Solar Panels" provide 
conduit lines within joist bay above, 
with access panel as required.
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(NOT TO EXCEED 35'-0" FROM AVG. GRADE)
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Top of Garage Slab

RIDGE HEIGHT NOTE:
-PROPOSED RIDGE HEIGHT IS LIMITED TO 35'-0" ABOVE 
NEW AVERAGE GRADE.
-SURVEY ENGINEER'S CALCULATION OF AVERAGE 
GRADE SHALL SUPERCEDE ANYTHING NOTED ON 
ARCHITECT'S DRAWINGS.  
-AS-BUILT T.O.C. ELEVATION SHALL BE VERIFIED PRIOR 
TO FRAMING BY BUILDER/OWNER TO CONFORM WITH 
ENGINEER'S MAXIMUM RIDGE ELEVATION.
-ROOF PITCH TO BE FIELD MODIFIED IF NECESSARY.
-FRAMING SUB-CONTRACTOR NOT TO BEGIN ROOF 
UNTIL HEIGHT IS APPROVED BY ARCHITECT.
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